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SURFACE MOUNTING
Lay out the surface on the frame with the label „OBEN-TOP“ corresponding with the upper frame bar. 

Press on the projection surface by starting at one corner and fasten the buttons one by one.
! Please mind the instructions for projection surfaces in chapter GENERAL !
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SET UP
1 Lift the projection screen with one person at each of the top corners and put it up by supporting
the screen along the vertical frame elements.
To avoid mechanical overload and damage of the screen elements and legs with large screens or high 
set-up height, the screen has to be raised with an appropriate number of persons or rather by using 
hoisting devices.

TELESCOPIC SUPPORT ATTACHMENT
2 Raise the telescopic support. 3 Untighten 
the wing screws. 4 Bolt the telescopic support 
with the wing screw M8x50mm (yellow). 
5 Finally retighten the telescopic support clamp.
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BREAK DOWN
Open the shear joints and telescopic leg supports with one person next to each of the foldable legs. 
Bring down the screen by supporting the screen along the legs and vertical frame elements towards the 
top corner edges.
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DRAPEKIT 
To drape a projection screen with decoration 
curtains. Depending on requirements, various 
frame parts can be used to attach the drapes. 
Valance Bar (top drape), Wing Bar (left and right 
drape) and Skirt Bar (bottom drape - height 
adjustable for aspect ratio change). Heavy drapes 
have to be attached after the set up to avoid 
damaging of frame parts!

EASYFLYTM 

SUSPENSION CLAMP WITH EYEBOLT
This adapters for Vario can be attached quickly 
and easily at any point. The eyebolt fixes the 
adapter to the profile, offering professional hanging 
possibilities. Available for profile sizes 32x32mm 
and 64x32mm. max. load 30 kg/60 lbs.

ANTI-SWAY BRACE
To increase the side-stability of the projection 
screen the in length variable Anti-Sway Brace has 
to be screwed on the leg and clamped to the basic 
frame.

ACCESSORIES
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DRAPE RUNOFF 
This universal and transportable Drape System 
can be used as independent partition, to mark 
out control areas or to allow flexible room design. 
A few elements combined with the telescopic 
system suffice to accomplish a variety of decorative 
purposes – no tools required. The decoration 
material is attached by Velcro fasteners.

SET UP SUPPORT 
The optional available set up support allows an 
easy mounting of the legs. By means of the 4 
round bar holders the wings screws can be bolted 
by one person only without holding the frame and 
leg in position.

FLIGHT CASE 
As an option we offer sturdy, stackable transport 
cases with rollers for all mobile projection screens. 

Transport case small: size 123 x 38 cm, height 34 cm 
Transport case large: size 134 x 38 cm, height 37 cm


